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NEW CONSTRUCTION PATIO DOOR  
ASSEMBLY AND INSTALLATION INSTRUCTIONS  

(Rev. - 11/10/04) 

IMPORTANT:  Please read ALL instructions completely before you begin.  Standard two panel doors are  
reversible.  Instructions are included for reversing the frame and the door panel.   No other configurations 
are field reversible.  Please read all instructions thoroughly, and make sure you have the following items on hand: 
patio door, hardware pack and screen. 

NOTE: The manufacturer does not recommend removing the nailing fin for installation.  However, if you find 
it necessary to do so for your particular application, follow the steps on Page 2, ANCHORAGE INSTRUCTIONS 
FOR DOORS WITHOUT NAILING FIN. 

DETERMINE DOOR OPERATION 

Patio Door operation is viewed from the OUTSIDE of the unit.   When placing your order for Patio Doors you may 
specify whether the door is to be Right Opening or Left Opening and the door will be made to order.  If you 
determine that your door does not need to be reversed during installation, skip to “FRAME INSTALLATION”.  If 
you wish to have the panels reversed, the doorframe must be reversed.  Please follow the instructions below. 

REVERSING THE DOOR FRAME 

1. Remove packaging materials from doorframe. 
2. Remove the screen by retracting the screen rollers and lifting screen out of the frame.  Refer to the drawings in 

“INSTALLING THE SCREEN” on Page 4 for details on retracting the rollers. 
3. Move the sliding panel toward the center of the frame.  Remove the panel by retracting the rollers and lifting it 

out of the frame.  Refer to the drawing in “INSTALLING THE SLIDING PANEL” on Page 3 for details on 
retracting the panel rollers. 

4. Remove screen roller track from screen track channel, as shown below in Fig. A. 
5. Remove sash roller track out of the track channel, as shown below in Fig. A. 
6. Remove bumper stop out of the head track channel. 
7. Carefully turn complete frame around so stationary panel is in the opposite position. 
8. Snap sash roller track, bumper stop and screen track into place by reversing Steps #4, #5 and #6.  Make sure the 

weep slots are toward the outside on the roller track, as shown below in Fig. A. 

FIG. A

FRAME INSTALLATION

1. Make sure rough opening (including subfloor) is plumb, level and square.  Make corrections wherever possible.   
2. Measure overall width and height of doorframe.  Make sure door will fit into rough opening.  The opening 

should be no more than ¾” greater in width and ½” greater in height.   
3. Remove any packaging materials from the doorframe.  This would include the shoulder harness, used for 

handling purposes, on the 3-panel doors. 
4. Apply a generous bead of silicone caulking along the sill of the rough opening. 
5. Apply a continuous 3/16”-1/4” bead of silicone caulk around exterior face of rough opening, about ½” from 

edge to MAINTAIN A PERMANENT SEAL between sheathing and nailing fins. 

NOTE:  Slaters felt must not be applied until the unit is installed. 
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6. Set unit into rough opening so that the operable sash will be on the inside of the house.  From the outside, place 
a 1-1/4” roofing nail in the top corner of the nailing fin.   Shim where necessary to make unit plumb and square.  
Be sure to leave a 1/8” –1/4” space between the frame and the rough opening.  Once the unit is level, place a 
roofing nail in the opposing top corner of the nailing fin.  Begin securing the frame in the rough opening by 
placing a roofing nail through every other pre-punched hole on the nailing fins.  Make adjustments in nail size 
for different sheathing thickness or applications. 

Where applications of 3 Panel Doors (9068 AND 9080) must meet structural ratings in excess of R25, the 
door sill must be anchored to the floor with the vinyl Sill Anchor available from the manufacturer.   Attach 
the anchor as shown in (Fig. B) and fasten to the floor with screws located approximately 6” apart.   
       

FIG.  B 

NOTE:  If finishing off the exterior with brick, stone, stucco, etc., make sure to leave at least ¼” gap around the 
frame to allow for expansion of materials and mortar. 

ANCHORAGE INSTRUCTIONS FOR DOORS WITHOUT NAILING FIN 
(Not Recommended on the Head and Jambs) 

NOTE:  The manufacturer does not recommend removing the nailing fin.  Bowing or problems caused by installation will be 
the sole responsibility of the installer. 

1. See steps #1, #2 and #3 under FRAME INSTALLATION section on Page 1. 
2. Nailing fins and J Channels will NOT be removed at the factory.   Carefully use a utility knife to remove these 

now. 
3. Apply a generous bead of silicone caulking along the sill of the rough opening. 
4. Wrap the door with insulation and set unit into the rough opening so that the operabale sash will be on the 

inside of the house.  Shim where necessary to make plumb, level and square.  Once the unit is level, begin 
anchoring the door in the rough opening. 

5. Fasten the doorframe to the opening using (4) #8 x 2/1/2” Pan head screws in Each jamb AND across the head.  
Space these fasteners evenly apart.  Do not overtighten the screws as this could cause the frame to bow.
Screws are NOT provided. 

6. Remove the “transport” screws that anchor the lock keeper to the frame.  Reinstall the lock keeper using #8 x 2-
1/2” screws provided in the lock handle kit to more aggressively anchor the lock keeper to your opening.      

NOTE:  If you did not remove the sliding panel and reverse the frame, skip to “SLIDING PANEL ADJUSTMENT 
AND REMOVAL”.  If you have reversed the frame for your application you will need to follow the instructions for 
reversing the panel. 
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REVERSING THE SLIDING PANEL 
 

1. Remove rollers from the bottom of the panel.  Use a Phillips screwdriver to remove both screws and pull the 
roller assembly through the roller opening and out of the panel.  You may need to turn the adjustment screw to 
raise or lower the rollers for easier removal.  The adjustment hole can be found behind the plastic hole cover. 
(Fig C.) 

2. Turn panel around so the top roller openings are at the bottom. 
3. Insert roller assembly into opening, pushing the adjustment screw into position in the side adjustment hole. 
4. Hold the roller assembly in place and fasten with the original screws. 
 
 

INSTALLING THE SLIDING PANEL 
 

1. Insert a Phillips screwdriver into the roller adjustment hole (one on each side of the panel), and turn the 
adjustment screw counter-clockwise to completely retract the rollers.  See (Fig C.) for the adjustment screw 
location. 

2. Position the sliding panel near the center of the frame and lift the panel up and into the head channel. 
3. Carefully push bottom of panel away from you until it clears the inside of the sill and is positioned properly in 

the frame channel.  The rollers must be correctly seated on the roller track or the panel will not operate 
smoothly. 

4. Adjust the operable sash rollers up or down at the outside corners of the operable sash. 
5. Open and close the sash to check operation.  Also, check to see if any of the perimeter seals have been exposed.  

Readjust rollers if necessary to hide the seals. 
6. Re-insert the plastic hole covers at the top and bottom of the panel (one on each side). 
 

COMPLETE INTERIOR FINISH 
 

Finish off the interior of the door.  Insert insulation between the doorframe and the rough opening.  Avoid 
bowing the frame by over packing the insulation.  Trim around the interior of the head and jambs.  It is important to 
place a ½” x ¾” stop along the full length of the sill on the interior.  This can be effectively achieved with the 
flooring material when it is installed against the sill on the interior of the home.  “Hole Plugs” can be found in the 
lock handle set package.  These “plugs” can be inserted in the exterior holes located at the HEAD of the door to 
discourage insects from entering.  DO NOT USE TO COVER THE WEEP HOLES AT THE DOOR SILL! 
 
NOTE:  Rollers are easier to adjust if there is no weight on them. 
 

FIG.   C 
 

SLIDING PANEL ADJUSTMENT AND REMOVAL 
 
Adjust panel operation by turning the adjustment screw clockwise to extend the rollers and raise the panel, or 
counterclockwise to retract the rollers and lower the panel. 
 
To remove the panel, slide it open about 12” toward center.  Turn adjustment screws counterclockwise to completely 
retract rollers.  Grasp both sides of panel and lift it up into frame.  Pull bottom of panel toward you and remove from 
frame. 
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REVERSING THE LOCK 
 

NOTE:  The lock mechanism is factory-installed in the active panel.  If you have reversed the panel, the lock must 
also be reversed.  
 
1. Locate the lock slot, which is visible through one of the large handle holes.  Use a slotted screwdriver to turn 

the lock slot until the latch hook is fully extended. 
2. Use a Phillips screwdriver to remove the top lock installation screw.   
3. Grasp latch hook FIRMLY with your fingers and remove second installation screw. 
4. Continue holding the latch hook securely and push lock mechanism slightly inward, then upward,  until the 

bottom of the lock clears the lock opening. 
5. Pull bottom end of the lock out of opening and remove lock. 

6. Turn lock around so latch hook faces upward. (Fig. D)     FIG. D 
7. Hold latch hook and insert top of lock into opening.  
8. Slide lock into place, aligning the lock screw holes with holes in the vinyl sash. 
9. Fasten with the installation screws.  
 

STANDARD LOCK HANDLE INSTALLATION 
 
All patio doors come equipped with a handle set which includes an interior and exterior handle and key lock.  
Assembly instruction to attach the Lock Handle to the panel can be found in the packet with the Lock Handle set. 
 
 
 

 
LOCK KEEPER 

 
1. Remove the “transport” screws that anchor the lock keeper to the doorframe.  Reinstall the lock keeper using #8 

x 2-1/2” pan head screws provided in the packet in the lock handle kit.  This practice aggressively anchors the 
keeper to your opening for long term dependability. 

 
FOOT BOLT (Optional) 

 
An “Optional” foot bolt is available which includes a bolt assembly and locking plate.  Assembly instructions for 
this are enclosed in the packet with the foot bolt set.  The foot bolt WILL NOT be factory installed. 

 
 

INSTALLING THE SCREEN 
 

If the screen has been removed to reverse the door, replace it at this time.   
 
1. Retract top and bottom screen rollers by turning the screen roller adjustment screws counterclockwise with a 

Phillips screwdriver.  See Figure E. for location of roller adjustment screw. 
2. Grasp sides of screen and lift top into head frame screen channel. 
3. Carefully push screen in until it is in place in the frame channel and the rollers are properly positioned on the 

screen track. 
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FIG.  E 
 

SCREEN ADJUSTMENT 
 

To adjust screen for smoother operation, insert a Phillips screwdriver into the adjustment screws in the bottom 
rollers (See Fig. E) and turn clockwise to extend the rollers and raise the screen or turn counterclockwise to retract 
the rollers and lower the screen.  Repeat procedure with top screen rollers if necessary. 
 

SCREEN KEEPER 
 

1. Mark the center of the screen track so the centerline of the bottom screw of the screen keeper will be 
horizontally aligned with the centerline of the bottom screw of the interior screen handle.  (See FIG. F) 

2. Attach the screen keeper, making sure that the hook is facing up (FIG. F), to the screen track using #4 X 3/8" 
pan screws (provided in bag attached to screen).  The top screw should be 1/2" above the bottom screw for 
optimal adjustment.  Adjust keeper as needed. 

3. Attach the exterior handle to the screen with screws provided in screen hardware bag. 
 
 

 
 

 
 

FIG.  F 
 
 

CARE AND MAINTENANCE 
 

1. DO NOT paint, stain or varnish any vinyl surface. 
2. Clean the vinyl doorframe and inserts with soap and water.  Vinyl cleaning products may also be used. 

Interior screen handle 

Screen keeper 

Screen track 




